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- Double glass  (xxx=455~490W)
- Black frame
- Bifacial Transparent

30 Yr quality guarantee | 30 Yr power warranty

I SUNPRO TOPCon module (Additional value from 30-year warranty)
Common module
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WARRANTY & GUARANTEE  WITHSTAND STRONG PID RESISTANCE R&D AND PRODUCTION HIGH EFFICIENCY

Linear output power guarantee Snow load 5400Pa Power positive tolerance : Advanced production line. N-type , Components have

25 years: 89.4% power output Wind load 2400Pa +3W. Bifaciality>80%,effectively better reliability and

30 years: 87.4% power output The attenuation probability of improves backside power lower LID/LETID attenuation.
PID phenomenon is generation.The leading Efficiency can reach
minimized through battery solar cell cutting process 22.62%. Excellent low light
production technology and multi busbar design performance. Higher power
optimization and material control ~ with SUNPRO Technolo- output under the conditions

ay. of haze, overcast, etc.

www.sunpropower.com



Electrical parameters at standard test conditions (STC:AM=1.5, 1000W/m? ,Cells Temperature25°C)

Typical type 455W  460W 465W 470W 475W 480W 485W  490W
Max power(Pmax)

Maximum Series Fuse Rating

. . . . . Electrical parameters at NMOT test conditions
()
Electrical Characteristics with 15% Rear Side Power Gain (Iradiance B00W/m2 Ambient Temperature 20°C,AM 1.5.Wind Speed 1m/s)

Front power Pmax/W 455W 460W 465W 470W 475W 480W 485W 490W  Typical type 455W 460W 465W 470W 475W 480W 485W 490W
Total power Pmax/W 523.25 529 534.75 540.5 546.25 552 557.75 563.5 Max power(Pmax) 342 346 350 354 358 362 363 366
Vmp/V(Total) 3476 3488 3499 3511 3524 3538 3552 3566 Max power voltage(Vmp) 3260 3270 3290 33 332 333 332 333
Imp/A(Total) 1505 1517 1528 1539 1550 1560 1570 1580 Max power current(imp) 1048 10.56 1063 1071 1077 1086 10.92 11
VoolV(Total) 4210 4224 4238 4252 4266 4280 4294 4306 Open circuit voltage(Voc) 3960 3080 3998 404 402 404 402 403
Isc/A(Total) - 1590 1603 1613 1624 1633 1643 1654 1664 Shortcircuit current(lsc) 1115 1124 1131 1138 1144 1152 1150 1166
DO e 11OXTIBAXBOMM e
. Weight ... oK
Glass (F) 2.0mm ultra clear embossed double layer colorless glass
1l (B) 2.0mm semi-tempered glass
! n Output cables  4mm?, symmetrical lengths 1100mm
Celltype | N type Mono-Crystalline , 16BB , 182x91mm
Number of cells 120 cells ( Half-Cell )
Comnectors  NINGBO GZX PV TECHNOLOGY CO.LTD

PV-GZX1500,1500VDC, 39A, IP68

Temperature Characteristics Packing Configuration

191041

Temp.Coeff.of Isc(TK Isc) 0.045%/ °C Container 40'HQ
Temp.Coeffof Voc(Tk Voe) ___-0.25%'C _ Pieces perpaliet 36
Temp Coetof Pax(TK P “0.90%/°C_ Patts porcomarer | 24
Operating temperature -40~+85°C P|ecesperconta|ner864 ------
- Normal operating cell ~ 45:2°C
temperature
Standard tests IEC 61215, IEC 61730
e systemcers (S0 9001, 18014001, 18045001
L T = [ R, OFSAS 18001, SAB000 ...
O L) T Certifications TUV, CE, CEC,WEEE, INMETRO
I . FIRE CERTIFICA C1
Extrome wind and  Withstand extreme wind(2400 Pascal)
[ — snow loads testing and snow loads(5400 Pascal)
Power tolerance - £3%
dunctionbox _ \Pe8
vy Warranties 30 years product warranty and 30 years

87.4% of power

Fire class rating Class C

Mamufacturer Add.: Qinggang Technological IND. Zone, Yuhuan City, Zhejiang Province, China(MADE IN CHINA)
Tel: +86 0576-80730906 E-mail: info@sunpropower.com Website: www.sunpropower.com
Certificate Holder Name:Zhejiang Sunpro Power Technology Co.,Ltd. ( Only Available In Australia )



